BRAggA 99 SPOT SURFACE D1001K

SPOT SURFACE 8W MOUNTING TYPE / TIPO DEINSTALACION Surface / Superficie
FOCO SUPERFICIE 8W MATERIAL  Aluminium, Copper/ Aluminio, Cobre

Lens/ Optica 11/15/24/36

CRI >90

SDCM 3

LED Bridgelux, COB

UGR <16

P 20

Power / Potencia 8W

Driver/ Alimentacion AC 220-240V (Externo / External)

Class/Clase 1}

Dimming/Regulable DALI, CASAMBI, SMART LIFE, TRIAC
5 .
5 £ \ Lifetime / Vida Util 50000h LB80 B10
MADEIN o Accessories /Accessorios

WARRANTY.

Honeycomb louvre Code/Cddigo
c E VRoHS Panel de abeja A3900

FINISHES / ACABADOS

(W) - Matte White / Blanco Mate g § (C) - Living Copper / Cobre Natural

) “67 ) - (D) - Matte Black / Negro Mate I'l (N) - Sealed Copper / Cobre Barnizado
= e ” (A) - Living Alu/ Aluminio Natural ‘i (Q) - Fire-Forged Copper / Cobre Quemado
_ o Aliat
o Jl 2 “° 4 (H)-stellarAlu (M) - Stellar Copper / Cobre Amartillado
COPPER ART
rommes  (0-01) Copper Flow “ (O-05) - Artisan Ocean
% (0-02) - Onyx Copper I (O-086) - Copper Inox
% - (0-03) - Copper Soil sy (0-07) - Dark Cooper
o (O-04) - Frozen Sand B (0-08)-Champagne Copper
= ®
CCT Lumens Lm/W
2700K 456 76
3000K 480 80
4000K 504 84
1001 - 3000 K 240 - 420 40-70
1800 - 3000 K 330-420 55-70
2700 - 6000 K 390-480 65-80
Code w Color Lens CCT Driver
FS39 8W 008 Matte White w i@ " 2700K 27 ON/OFF
Matte Black D
- 52 15 3000K 30 DALI DA
Living Alu A
Living Copper (o] 240 24 4000K 40 CASAMBI CA
Sealed Copper N 360 36  1001-3000K 13 SMARTLIFE  SL
Fire-Forged Copper Q
Stellar Copper M 1800-3000K 84 TRIAC TR
Stellar Alu H 2700-6000K 76
Copper Flow 0-01
Onyx Copper 0-02
Copper Soil 0-03
Frozen Sand 0-04
Artisan Ocean 0-05
Copper Inox 0-06
Dark Cooper 0-07
Champagne Copper 0-08

If you need further information, please contact us

atinfo@kerai.es or visit www.kerai.es




